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IMPORTANT:
PLEASE READ THIS MANUAL CAREFULLY AND COMPLETELY
BEFORE OPERATING THIS MOTORCYCLE.
DO NOT ATTEMPT TO OPERATE THIS MOTORCYCLE UNTIL YOU
HAVE ATTAINED A SATISFACTORY KNOWLEDGE OF ITS CON-
TROLS AND OPERATING FEATURES AND UNTIL YOU HAVE BEEN
TRAINED IN SAFE AND PROPER RIDING TECHNIQUES.

GULAR INSPECTIONS AND CAREFUL MAINTENANCE, ALONG
'GOOD RIDING SKILLS, WILL ENSURE THAT YOU SAFELY
THE CAPABILITIES AND THE RELIABILITY OF THIS

[

Particularly important information is distinguished in this manual by the
following notations:

NOTE: ‘A NOTE provides key information to make procedures easier
or clearer.

followed to avoid damage to the motoreycle,

WEGIIeE A WARNING indicates special procedures that must be
followed to avoid injury to a motorcyele operator or person
inspecting or repairing the motorcycle,

A CAUTION indicates special procedures that must be

.l



SAFETY WARNINGS:

1. Traffic regulations vary from state to state. Study the regulations in
your state before riding this motorcycle.

2. This motorcycle is designed for on-road use only. It is not suitable
for off-road use. 3

3. GASOLINE IS HIGHLY FLAMMABLE:

* Always turn off the engine when refuelling.

* Take care not to spill any gasoline on the engine or exhaust pipe(s)/
muffler{s) when refualling.

| * Never refuel while smoking or in the vicinity of an open flame.

4, |f you should swallow some gasoline, inhale a lot of gasoline vapor,
or allow some gasoline to get in your eye(s}, see your doctor imme-
diately, |f any gasoline spills on your skin or clothing, immediately
wash it with soap and water and change your clothes.

5. Always turn off the engine before leaving the motorcycle unattend-
ed, and do not forget to remove the ignition key. When parking the
motarcycle, note the following:

* The engine and exhaust pipe(s)/muffler(s)] may be hot, Park the |
motoreycle in a place where pedestrians or children are not likely to.
touch the motorcycle.

* Do not park the motorcycle on a slope or soft ground; the motor-
cycle may overturn.

. When transporting the motorcycle in another vehicle, be sure it is
kept upright and that the fuel cocki(s} is turned to the “ON" or
“RES" (for vacuum type}/“OFF" (for manual type). If it should
lean over, gasoline may leak out of the carburetor or fuel tank,

. Never start your engine or let it run for any length of time in a closed
area, The exhaust fumes are poisonous and may cause loss of con-
sciousness and death within a short time. Always operate your
motorcycle in an area with adequate ventilation.

. Always wear a helmet, gloves, trousers, {tapered around the cuff and
ankle so they do not flap), and a brightly colored jacket.

. This motareycle is designed for use as a two-wheeled vehicle capable
of carrying a rider and a passenger. The total weight of the rider,
accessories, and cargo must not exceed the maximum load limit. (See
page 40.)

Be sure that operator and passenger feet are on the foot pegs during
operation.

. It is important in maintaining control of the vehicle to keep opera-
tors hands on the handlebars at all time.
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NOTICE:
Some data in this manual may become out-
dated due to improvements made to this
model in the future. If there is any ques-
tion concerning this manual, consult your
nearby Yamaha dealer.

This Yamaha Motoreycle in its design and
manufacture fully complies with the emis-
sions standards for clean air applicable at the
date of manufacture. Yamaha has met these
standards without reducing the motorcycle's
performance or economy of operation. To
maintain these high standards, it is important
that you and your dealer pay nhu ﬁm;miorx
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this manual, (2

OVERSEAS SERVIC
OVERSEAS OPERATIONS
YAMAHA MOTOR CO., LTD.

CONTENTS
LOCATION OF THE “CAUTION AND
SPECIFICATION LABELS” . . wovviivens 1
BESCRIPEION. i i e i 4
MOTORCYCLE IDENTIFICATION. ...... 5
CONTROL FUNCTIONS . ..y uibinn sani 6
PRE-OPERATION CHECKS. . ... ...... 36
OPERATION AND IMPORTANT
BIDING-POINTS .. ., . e iy 48
PERIODIC MAINTENANCE AND
MINOR REPAIR. ........ ST o 2 55
CLEANING AND STORAGE.,.,...... 118
MISCELEANEQUS ... 0at o, 118
SPECIFICATIONS ........ b g W 119
WARRANTY INFORMATION. . ....... 123
‘MOTORCYCLE NOISE
PR EOLTION o e oo SN 124
........... 125:4
............... 130




LOCATION OF THE “CAUTION AND
SPECIFICATION LABELS"”

MFD, BY YAMAHA MOTOR CO., LTD, (Month/Year] GVWR xxx LBS. GAWR FRONT —
xxx LBS. WITH xxxxx TIRE. xxxxx RIM, AT xx PSI COLD. REAR — xxx LBS. WITH xmoux
TIRE, xxxxx RIM, AT xx PSI COLD,

THIS VEHICLE CONFORMS TO ALL APPLICABLE FEDERAL MOTOR VEHICLE SAFETY
STANDARDS IN EFFECT ON THE DATE OF MANUFACTURE SHOWN ABOVE.
VEHICLE 1D ND. x = x = » [17 digits)

TYPE CLASSIFICATION. ., .. .. MOTORCYCLE.

_\1 Kenp oil betwaen level gauge fines,
VEHICLE EMIESION CONTROL INFORMATION | A USE HYFOID GEAR DIL

THIS WANICLE CONFORMETO LS, Bna ] | SAE =80
i AND CALIFDRNLA REGULATHONS |
EMOINE FAMILY, ::::: | APPLICABLE TG 18 « % MDDEL YEAR
EXMALST EMSSION CONTROL SYSTEM. £W. YL | YAMAHA MOTOR 0O, LTD.
| - I :
| ENGINE TUNE UF BPECIFICATIONS AND ADSUSTMENT: AT NOAMAL OPEAATING TEWPERATURE,
P VEHMCLE I THE LPa[S T POSITRON. TRANSWISSEON (N NELTIAL SHD WAAM UF ENGINE @

&
e i e CAUTION (AIR SUSPENSION] |

WO ADJLISTMENT

1. Contaiming highly compressed air,
- 2 Use anly air or nitrogen gas, other geses may
ADJUST THROTTLE STOP SCAEWM cmm BRploan.

¥ Dome incinerwts,
. Sarwicing mequives specisl knowledpr mnd
PANCE (M) TN ® ko BEE SEAVICE MANLIAL took. Rewd cwnar's manal behsr apest-

Ex:zux ing this suspamcion.

WO ADJUETMENT

SPARKE PLUG GAF (MM sxxax

ENGINE LUBRICANT SPECIFICATI G @

Bax | Enmse ong: o s

=00 WOT OPEN CONSOLE
¥ BOX LIDWHILE RIDING,

", = MAXMIMLM LOAD OF COMN-
SOLE BOX:

4.4 LBS (2 KG) EACH SIDE

Y AMAHA MOTOR CO., LTD, i
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Windshield cleaning A f
Clean the windshield with a cloth or foam rubber damped Dm;LEE};iE;; ;:?_SEI;T;:‘;T::L:DADS
| with a neutral detergent and after cleaning, thoroughly wash :THAVEL THUI'\-.IK- 20 LBS (9. KGl
out with water, Some clesning compounds for plastics may — TRAVEL THUNKlBFtACKET WITHOUT
o SOCHENBEE SR SIS G, SR SN, Bafore ising, TRAVEL TRUNK: 20 LBS {9 KG}
I ]
| :;;':": test by polishing an scen wWhich doss ot atfagt your - TOTAL WEIGHT OF RIDER, PASSENGER, AND
Y CARGO MUST NOT EXCEED THE MOTOR-
CYCLE LOAD CAPACITY SHOWN IN THE
CAUTION: ek S e OWNER'S MANUAL,
:‘r:': using say m":u"" ) e ’ « DISTRIBUTE WEIGHT EVENLY FROM SIDE
L tluid, or any want. ) TO SIDE.
« UNAUTHORIZED ACCESSORIES AND IMPROP-
ER LOADING CAN ADVERSELY AFFECT
b ~ OPERATING STABILITY AND PERFORMANCE,
CAUTION: - NEVER RIDE AN ACCESSORY EQUIPPED
ALLOW MOTOCYCLE ABOVE B0 MPH {120 KM/HI,
ﬁ:;E:DVER BESNARART OF CARGO.TO TOUCH THIS SPEED LIMIT MAY BE REDUCED BY
| i ) SUCH FACTORS AS IMPROPER LOADING,
| POOR ROAD SURFACES, ADVERSE WEATHER
@ CONDITIONS, ETC.
+ BEFORE RIDING, MAKE SURE ALL LIDS AND
CAUTION: MOUNTS ON THE TRAVEL TRUNK AND
BEFORE CLOSING THE LID, BE SURE THE MARK ON ELNE';"?‘:;A:&L“U“ A5 SHCIVM R
THE LOCK IS AT THE "SET™ POSITION. IF IT'S AT A
READ THE LOADING AND TIRE SECTIONS IN
THE “LOCK"” POSITION, THE LOCK MAY BE DAMAG- THE OWNER'S MANUAL
ED. . y
| —

DESCRIPTION

Rear flasher light 16. Helmaet holder

: b

2. Travel trunk 18, Footrest

3. Saddlebag .17, Change pedal

4. Side pans| 18. Lower panel

5. Topeover 19. Radiator

6. Front flasher light 20, Cluteh |ewver

{Parking/running light] 21, Spesdometer

7. Front fender 22. Display panel

8. Brake pedal 23. Tachometer

9. Lower side cover 24, Brake lever
10. Fusl cock 26, Throttle grip
11, Headlight 26. Right handlebar switch
12, Seat 27, Digital clock
13, Brake/Talllight 2B, Left handlebar switch
14, Muffler




MOTORCYCLE E_:gines?rial nuTbef N S
IDENTIFICATION TN S non B Snies 1ee TN

elevated part of the left section of the engine.
Vehicle identification number

The vehicle identification number is stamped
into the steering head pipe.

= o

1, Engina serial number

NOTE:
The first three digits of these numbers are for
model identification; the remaining digits are
the unit production number. Keep a record of
these numbers for reference when ordering
parts from a Yamaha dealer.

NOTE:
The vehicle identification number is used to
identify your motoreycle and may be used to
register your motarcycle with the licensing
authority in your state,

| i

CONTROL FUNCTIONS "Steering lock'" (Page 21) for proper opera-
Main switch ;:::‘ |
Functions of the respective switch positions T KIN{.';' y et 5
B fo o t?e‘sreerlng is Iocl::ed in this position, and the

taillight and parking/running light come on

ON: but all other circuits are off. The key can be
Electrical circuits are switched on, and the RS Y S s,

headlight, meter light, parking/running light, NOTE: _
and taillight come on. The engine can be Always turn the main switch to “OFF" or

started. The key cannot be removed in this “LOCK" and remave the key when motorcy-
position. cle is unattended.
ACC: il =

Auxiliary D.C. terminal come on but all other
_circuit are off.

The key cannot be removed in this position.
OFF:

All electrical circuits are switched off. The
key can be remaved in this position.

LOCK:

The steering is locked in this position, and all
electrical circuits are switched off. The key
can be removed in this position. Refer to

PARKING

i




Indicator lights

1. "TURN'" indicator light
2. "NEUTRAL" indicator light

3. "HIGH BEAM" indicator light

4. Haadlight failure indicetor light "HEAD LAMP"

“TURN" indicator light (orange):
This indicator flashes when the turn signal
is “ON".

“HIGH BEAM" indicator light (blue):
This indicator lights when the headlight
high beam is used,

Red zone: 7,500 r/min and above

Headlight failure indicator "“HEAD
LAMP" (white):
If either headlight filament burns out, the
other filament will come on and the in-

dicator will come on.

light

WARNING:

If the headlight failure indicator light comes
on, be sure to replace the headlight bulb as
soon as possible to avoid having no headlight
at all if the remaining filament fails.

“NEUTRAL" indicator light (green}:
This indicator lights when the transmission
is in neutral,

Speedometer

The odometer and trip odometer are built
into the speedometer. The trip odometer can
be reset to 0" with the reset switch.

Computerized monitor system

This system monitors seven separate functions
and will warn you of any malfunction if en-
countered until it is fixed. In addition, the
fuel gauge in this system indicates the amount
of fuel in the tank,




. smpterizsd- Mg
1. "WARNING" light (red} 2. Display panal
Operation
NOTE:

Before starting out on the road, check the
motorcycle conditions using computerized
monitor system.

1. When the main switch is turned on, all
seven liquid crystal displays (LCDs)
come on, with the bottom fuel display
{ §niEN ) indicating the amount of fuel
in the tank.

panel

This indicator is displayed when the side
tand is extended. Be sure to retract if before
arting out on the road.

 This indicator is displayed when the brake
Huid level is below specification in the front
and rear brake master cylinder. In this case,
ask a Yamaha dealer or gualified mechanic
immediately.

| WARNING:

not run the motorcycle with a low brake
fluid level for a long time or at high speeds.

2. When the engine is started, the system
begins its scan of the motoreycle condi-
tions. From top to bottom all the LCDs
flash on and then off in sequence. If any
one condition is found improper or inad-
equate, the red warning light will begin
flashing and the LCD for the area in
question will remain displayed.

WARNING:

If any LCD remains displayed or the warning
light flashes on, correct the problem immedi-
ately, If the correction is beyond your capa-
bility, ask a Yamaha dealer or other qualified
mechanic,

This indicator is displayed when the engine oil
level is low, If it remains displayed or keeps
flickering while riding, add engine oil at the
first opportunity.

WARNING:

Do not run the motoreycle with a low engine
oil level for a long time or at high speeds.

=

This indicator is displayed when the battery
fluid level is low. If it remains displayed, add
distilled water at the first opportunity,

Continuous riding with a low battery fiuid
level will damage the battery,

- 10 =
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This indicator is displayed when the headlight
bulb is burned out. If it remains displayed,
have it replaced and correctly adjusted at the
first opportunity.

9 2

This indicator is displayed when the taillight
and/or brake light bulbs are burned out. If it
remains displayed, have it replaced at the first

opportunity.

B,

This indicator is displayed when the fuel level
is low. If it remains displayed or keeps flicker-
ing while riding, add fuel at the first oppor-
tunity.

NOTE:

When this indicator Is displayed, the remain-
ing fuel is 4.0 L (0.9 Imp gal, 1.1 US gal).

__GENERAL CAUTION:
Failure to observe any of the following
“don’ts” may result in malfunction of
the microcomputer or damage to the elec-
trical circuit.

1. Don't use bulbs of wattage other than
specified for the taillight/brake light
and other unit.

2. Don't connect extra electric accessories
to the computerized monitor system
circuit (ex: Taillight, headlight etc.).

3. Don't subject the instrument panel to
any water splashes or steam from
underneath.

4. Don't press down hard on the display
panel or subject it to un due shock.

5. Don't place a magnet or other magnetiz-
ed objects near the display panel.

-1 =

)armometer
is gauge indicates the coolant temperature
1en the main switch is ON. The engine
Jerating temperature will vary with changes
N weather and engine load. If the needle
jJoints to the red zone or higher, stop your
orcycle and allow the engine to ceol,
See page 68 for more detail.)

: en the engine is overheated, do not con-
linue riding.

2. Red zone

1, Thermamater

Voltmeter
This voltmeter indicates the state of battery
charging.

If the needle is either in the yellow line
running, go to a Yamaha dealer or other
qualified mechanic.

lllumination control knob

This control knob is used to adjust the inten-
sity of the meter light. Turning the knob
clockwise darkens the light and turning it
counterclockwise brightens the light.




Gear indicator panel
This panel indicates the gear position which is
selected.

Digital clock

This digital clock functions both as a watch
and &s a stop watch. A clock mode {watch or
stop watch) can be displayed on the display
panel by turning “ON" the main switch,

CLOCK ADJUSTMENT

1. Turn “ON" the main switch,

2. Place the clock in the clock mode by
pressing the “CLOCK/STOP WATCH"
switch, .

3. Press the "SELECT/HM-—MS" switch
and select the clock model (hour or
minute) you want to adjust. The flashing
digit can be adjusted.

4. By pressing the SET/START-STOP"
switch, the flashing digit can be adjusted.

STOP WATCH OPERATION

1. Turn “ON" the main switch.

2. Bypressingthe "CLOCK/STOPWATCH"
switch, place the clock in the stop watch
mode.

3, Select the display of the hour and
minutes or the minutes and seconds by
pressing the "SELECT/HM-MS" switch.

4, By pressing the “SET/START-STOP"
switch, the watch can be started or stop-
ped.

5. The watch can be reset by pressing the
“RESET" switch,

— s

1. Gaar indicator pannel
i Digital clock

. CLOCK/STOP WATCH" switch
] --‘ﬁELEGTJ‘HM'N‘S” switeh

. "SET/START STOP' switch
“RESET" switch

ZARD" switch

switch should be used only when your
cycle is stopped under emergency or
ous conditions. To operate the switch,
urn on the knob marked "ON". Both front
ind rear flasher lights will flash simultaneous-

Never fail to turn the main switch to “OFF"
or “PARKING" position while the “"HAZ-
ARD" switch is on,

Battery discharged may result from long use
of flasher lights, theraby loading to difficult
starting.

NOTE:
Turn on the emergency flashers to warn other
drivers if your motorcycle must be stopped
where it might be a traffic hazard.

Headlight vertical beam adjusting knob

This knob permits vertical adjustment of the
headlight beam. For the adjustment proce-
dure, refer to page 106.

i



1. "LIGHTS" (Dimmer] switch 4, “ENGINE STOP* switch

2. "TURN" switch
3. "HORN" switch

8. "START" switch

DRN" switch
the switch to sound the horn.

NGINE STOP" switch

ke sure that the engine stop switch is on
". The engine stop switch has been
Wipped to ensure- safety in an emergency
th as when the motoreycle is upset or trou-
# takes place in the throttle. The engine will
it start when the engine stop switch is turn-
‘to “OFF". In case of an emergency, turn
B £ hto “"OFF".

. the engine, push the starter switch.

g instructions prior to starting

“LIGHTS’ (Dimmaer) switch
Turn to the "HI” for the high beam and to
the “LO" for the low beam.

“TURN" switch

This model is equipped with a turn indicator
system that is self-cancelling. To signal a
right-hand turn, push the switch to the
right.: To signal a left-hand turn, push
the switch to the left. Once the switch is
released it will return to the center position,
To cancel the signal push down the switch
after it has returned to the center position. If
the switch is not cancelled by hand, it will
self-cancel after the motorcycle has travelled
about 10 seconds or approximately 150
meters (490 feet) whichever is greater. The
self-cancelling mechanism only operates
when the motoreycle is moving: thus the
signal will not self-cancel while you are stop-
ped at an intersection,

- B

Clutch lever

This model is provided with a hydraulic
cluteh, The clutch lever is located on the left
handlebar and the starting circuit cut off
switch is incorporated in the clutch lever
holder. Pull the clutch lever toward the hand-
lebar to disengage the clutch, and release the
lever to engage the clutch. The lever should be
pulled rapidly and released slowly for smooth
starts. (Refer to the engine starting proce-
dures for the starting circuit cut off switch
functions.)

Change pedal

The gear ratios of the constant mesh 5-speed
transmission are ideally spaced. The gears
can be shifted by using the change pedal on
the left side of the engine.

—



N, Neutral
Brake pedal and lever

The rear brake and the left-hand front brake

are connected to the brake pedal; they are
activated at the same time when the brake
pedal is applied. The right-hand front brake
operates independently; it is activated only

by the brake lever. The rear brake and the
left-hand front brake provide enough stop-
ping ability for most conditions. However, for
maximum stopping ability, apply the right-
hand front brake at the same time as the
brake pedal is applied,

- 17T =

Hrake iaver
Brake pedal

Matering valve ; Praportioning valve

Clutch lever

- fli=




Fuel tank cap
1. To open the lid, insert the key in the
lock and turn it clockwise.

2. To remove the tank cap, turn it counter-
clockwise and remove it from the tank.

3. To reinstall the tank cap, set the cap in

the filler neck and rotate the cap clock-
wise,

WARNING:

Be sure that the *' [> ' marks are in line with
the motorcycle direction.

4. To lock the lid, push it down.

@ fuel cock function to supply fuel from
ink to the carburetor.
el cock has the following three posi-

F: With the lever in this position fuel will
- not flow. Return the lever to this posi-
. tion when the engine is not running.
N: With the lever in this paosition fuel
flows to the carburetor. Normal riding
is done with the lever in this position.

=0 =

RES: This indicates “"RESERVE". If you run
out of fuel while riding, move the lever
to this position, FILL THE TANK AT
THE FIRST OPPORTUNITY,

Starter lever [CHOKE)
When cold, the engine requires a richer fuel
mixture for starting. A separate starter circuit
supplies this mixture.
The starter on this model is a 2-position type:
1. Turn the lever projection fully toward
you,
— When starting a cold engine.




2. Turn the lever projection half-way back.
— When warming up the engine.

NOTE:

Refer to “Starting and warming up a cold
engine’’ for proper operation.

1. Starier lever

Steering lock

The steering is locked when the main switch
is in the “LOCK". To lock the steering, turn
the handlebars fully to the right or left. Give
one push to the key at the "OFF"; then turn
it counterclockwise to the "LOCK" and
remove the key. To release the lock, turn the
key clockwise.

WARNING:

Never turn the key to “LOCK" when the
motorcycle is moving.

=Y =

3. Turn

table handlebars

maodel is equipped with handlebars which
capable of vertical and horizontal adjust-
to suit the rider’s position and prefer-
or the adjustment procedure, see page

holder
pen the helmet holder, insert the key in
he lock and turn it clockwise.
To lock the helmet holder, replace the holder
in the original position.

WARNING:

Never ride with a helmet in the helmet holder.
It could interfere with rear wheel movement,
causing loss of control and possibly an acci-
dent,

2. Helmet holder

B Opun

Adjustable footrest {Front and Rear)

This model features adjustable footrests that
can be moved back and forth so the best rid-
ing position can be determined according to

- 22



the rider's build and preference. For the
adjusting procedure, see page 87,

nt forks
@ front forks of this model are pneumo-
gchanical; namely, a combination air and
ichanical coil spring in the inner tube pro-
B suspension best suited to the motorcy-
S load (ex: optional accessories etc.) and
ng conditions by the adjustment of the air
issure. Refer to page 84 for proper adjust-
nt procedures,

Anti-dive suspension system

This model is equipped with a anti-dive sus-
pension system which helps reduce front fork
“dive" during hard braking. The system works
automatically to help prevent excessive fork
compression during braking, thereby main-
taining adequate travel and preventing
bottoming. Refer to page 98 for proper ad-
justment procedures,

WARNING:

The anti-dive settings must be the same on
both anti-dive units.

Rear schock absorber (New monocross sus-
pension)

The air pressure preload and the damping
force of the rear shock absorber can be ad-
justed to suit motoreycle load (ex: optional
accessories etc.) and riding conditions.

Refer to page 95 for proper adjustment pro-
cedures.

=




Emergency stop switch

This switch has been included to ensure
that the engine will be stopped automatically
should the motoreycle fall over or be tilted
more than approximately 60 degrees to the
right or left side from vertical.

Auxiliary D.C. Terminal

The fused auxiliary D.C. terminal is located in
the fuse box under the top cover. This termi-
nal may be used for an accessory not exceed-
ing maximum fuse rating. The fuse for this
terminal is located directly above the termi-
nals screws. To prevent wiring damage, never
use a larger fuse than specified. Remove the
fuse until accessory installation is complete.
Consult the accessory manufacturer for wire
type and gauge. The + (voltage) and —
{ground) marks on the terminal backing must
be observed when connecting an accessory.

| accassory wires
Strip 10 mm (0.4 in) of insulation from
each wire. Twist (braid) the ends of the

‘ a hook in the end of the braided
Wire so that it will be drawn around the
terminal as the screw is being tightened,

10 mm (0.4 1n)

Auxiliary D.C. Terminal
Maximum fuse rating:
12V, 10A 4

I, 1

Console box lid

To open the lid, insert the key, turn it clock-
wise, and as shown, push the the lever,

To close the lid, push it down.

WARNING:

Do not open console box lid while riding.
Maximum load of console box:
2 kg (4.4 Ib) each side

= 26—




Travel trunk To close the travel trunk:
To open the travel trunk:
1. Insert the key, and turn it to “OPEN".

Before closing the lid, be sure the mark on the
lock is at the "SET". If it's at the "LOCK",
the lock may be damaged.

1. Close the lid.

2. Make sure the lid is closed completely.

3. Insert the key, and turn it to “LOCK".
The lid is now locked.

WARNING:

2. Raise the lid. Never ride the your motorcycle with the key

3. When the key is released, it returns to position at "SET".

“SET” automatically, The key can be
removed in this position.

T

© remove the travel trunk: To install the travel trunk:
1. Insert the key and turn it to “OPEN",

Before installing the trunk, be sure the mark
on the lock is at the “SET”. If it's at the
“LOCK", the lock may be damaged.

damaged,

1. Fit the trunk hooks into the carrier;
then, push the trunk backward,

+ Push the trunk forward, and it can be

‘removed.
. After removing the trunk, turn the key
‘back to “SET", and pull it out.

- 2B —



2. Make sure the trunk is installed firmly.

3. After installing, insert the key and turn
it to "LOCK".

WARNING:

Never ride the your motorcycle with the key
position at "SET".

WARNING:

Do not exceed these maximum loads.

Travel trunk: 9 kg (20 Ib)

Travel trunk bracket (with out travel trunk):
9 kg (20 Ib)

Saddlebag
To open the saddliebag:
1. Insert the key, and turn it to “"OPEN",

2. When the key is released, it returns to
“SET" automatically. The key can be
removed in this position.

O

0 close the saddlebag:

efore closing the lid, be sura the mark on the
L is at the “SET", If it's at the “LOCK",
& lock may be damaged.

. Close the lid.

. Make sure the lid is closed completely,

3. Insert the key, and turn it to “LOCK" to
lock the lid.

BNING

jer ride the your motorcycle with the key
.‘ O nt ‘lsETJf.

To remove the saddlebag:
1. Insert the key and turn it to “OPEN".

2. Push the bag backward, and it can be
removed,

3. After removing the bag, turn the key to
“SET' and remove it,

- 30 =




To install the saddlebag:

2. Push the bag forward,
3. Make sure the bag is installed firmly.
4. After installing, insert the key and turn

Before installing the saddlebag, be sure the it to*'LOCK",

mark on the lock is at the “"SET'. If it's at

the “LOCK”, the lock may be damaged.

WARNING:

Never ride the your motorcycle with the key

1. Fit the hook onto the stey; then, insert position at “SET"".

the knob into the hole,

Remove the screw and push the top

‘cover forward,

WARNING:

Do not exceed these maximum loads.
Saddlebags: 9 kg (20 Ib) each

Top cover removal
1. To open the lid, insert the key in the
lock and turn it clockwise.

-3 =

3. To reinstall the top cover, reverse the
above steps.
NOTE:

Make sure the hook on the top cover is insert-
ed into the receptacle on the frame,




8 lock the chain, insert one end into the

er, The chain automatically locks. To
en the chain, insert the main switch
ey in the lock and turn it clockwise.

Sidestand

This model is equipped with an ignition circuit
cutoff system. The motorcycle must not be
ridden when the sidestand is down. The side-

stand is located on the left side of the frame.
(Refer to page 48 for an explanation of this
system,)

WARNING

This motorcycle must not be operated with
the sidestand in the down position. If the
stand is not properly retracted, it could
contact the ground and distract the operator
resulting in a possible loss of contral, Yamaha
has designed into this motorcycle a lockout

. When replacing the chain, make sure that system to assist the operator in fulfilling his
the chain storage cell cover is securely responsibility of retracting the sidestand.

Please check carefully the operating instruc-
tions listed below and if there is any indica-
tion of a malfunction, you must return the

e starting, make sure that your mortor- motorcycle to a Yamaha dealer immediately

for repair.
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